
   

Hausadresse, Lieferanschrift: 
Bundesallee 100 
38116 Braunschweig 
DEUTSCHLAND 

Telefon: +49 531 592-0 
Telefax: +49 531 592-9292 
E-Mail: poststelle@ptb.de 
Internet: http://www.ptb.de 

Deutsche Bundesbank, Filiale Dresden 
Kto.-Nr.: 850 010 11      BLZ 850 000 00 
IBAN: DE 23 8500 0000 0085 0010 11 
BIC: MARKDEF1850, VAT-Nr.: DE 811 240 952 

PTB  Berlin-Charlottenburg  
Abbestr. 2-12 
10587 Berlin 
DEUTSCHLAND 

 

60
0 

00
 n

 

Physikalisch-Technische Bundesanstalt 
Braunschweig und Berlin 

Physikalisch-Technische Bundesanstalt, Postfach 33 45, 38023 Braunschweig  
Ihr Zeichen:   
Ihre Nachricht vom:  
Mein Zeichen: 6.3-RB 
Meine Nachricht vom:  
  
Bearbeitet von: Dr. R. Behrens 
Telefondurchwahl: ++49 (0)531-592-6212 
Telefaxdurchwahl: ++49 (0)531-592-69-6212 
E-Mail: rolf.behrens@ptb.de 
 

 
 
 
To all users of the  
Beta Secondary Standard 2 (BSS2) 
 
 
 

 

Datum: 09.03.2007 

 
Information for the users of the Beta Secondary Standard 2 (BSS2) 
 
 
Dear Ladies and Gentlemen, 
dear users of the Beta Secondary Standard 2 (BSS2), 
 
We would like to inform you about a new version of the file “BetaFakt.ini” that is used by the 
software of your BSS2. We strongly recommend you to use the new file. It implements the new 
ISO standard 6980-3:2006 and corrects a remaining error concerning the humidity correction for 
Pm-147. On page two of this letter, a text taken out of the file BetaFakt.ini explains in detail the 
changes. 
 
To implement the file into your system, you just have to overwrite the old version with this new 
one in the Windows-folder, e.g. C:\Windows\BetaFakt.ini or C:\WinXP\BetaFakt.ini. 
 
 
In addition, we recommend you to use the actual version of the software itself, version 3.2. In 
order to do so, you have to install a driver by running “Ksetup.exe” in the subdirectory 
“\Runtime-Installation\”. After successfully installing this driver, you can copy the program itself 
“Beta3232.exe” to any place of your computer and run it. 
Since version 3.0, the irradiated dose (rate) is corrected for the air density according to ISO 
6980-2:2004. The version 2.x of the software corrects the dose rate separately for air pressure 
and temperature on the one hand and for air humidity on the other hand. The deviation of the 
two methods to correct the dose rate is less than 0,2%. 
 
 
Kind regards, 
 
 
Dr. R. Behrens 
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Information taken out of the file “BetaFakt.ini” that explains in detail the changes from version 
3.0 to this version 4.0 of BetaFakt.ini: 
 

 


