For more detailed information on the standards mentioned in the PowerPoint presentation ‘Air kerma and absorbed dose standards for reference dosimetry in brachytherapy’, T Sander, (International Workshop on Metrology for Brachytherapy, PTB, Braunschweig, Germany, 30 – 31 May 2017), please refer to the following references:

**ARPANSA (Australia)**


**ENEA-INMRI (Italy)**

Toni M P, Pimpinella M, Pinto M, Quini M, Cappadozzi G, Silvestri C and Bottauscio O. Direct determination of the absorbed dose to water from $^{125}$I low dose-rate brachytherapy seeds using the new absorbed dose primary standard developed at ENEA-INMRI. *Metrologia* 2012; 49: S193–7.


**NMIJ-AIST (Japan)**


**LNE-LNHB (France)**


Douysset G, Gouriou J and Delaunay F. Dose metrology for high dose rate brachytherapy: from the definition of the national standard towards transfer to users [In French]. *Revue Française de Métrologie* 2007; 2: 3-10, ISSN 1772-1792


**NIST (USA)**


Sander T and Nutbrown R F. The NPL air kerma primary standard TH100C for high dose rate $^{192}$Ir brachytherapy sources. *NPL report RD004* 2006; National Physical Laboratory, Teddington, UK.

Shipley D R and Duane S. Corrections to air kerma rate measurements of $^{125}$I brachytherapy sources to free space conditions. *NPL report RSA(EXT) S1* 1994; National Physical Laboratory, Teddington, UK.

**NRC (Canada)**


Kessler C, Downton B and Mainegra-Hing E. Comparison BIPM.RI(I)-K8 of high dose-rate Ir-192 brachytherapy standards for reference air kerma rate of the NRC and the BIPM. *Metrologia* 2015; 52 Tech. Suppl. 06013.

**PTB (Germany)**


Kessler C, Allisy-Roberts P J and Selbach H J. Comparison BIPM.RI(I)-K8 of high dose-rate Ir-192 brachytherapy standards for reference air kerma rate of the PTB and the BIPM. *Metrologia* 2015; 52 Tech. Suppl. 06005.


SSDL-ININ (Mexico)

Álvarez Romero J T, Tovar Muñoz V M and de la Cruz Hernández D. The SSDL-ININ calibration and measurement capability (CMC) for reference air kerma rate $K_R$ in HDR $^{192}$Ir for well chambers. *AIP Conference Proceedings* 2016; 1747. doi. 10.1063/1.4954093


SSM (Sweden)


VSL (The Netherlands)

